
OVERVIEW:
The Liberty Lift Fiber Trailer is designed

to streamline fiber deployment with

innovative features that enhance safety,

productivity, and ease of use. With the

integration of Arm-Lift systems, users will benefit from:

Enhanced lifting capacity and precision for handling reels and

equipment.

Improved operator safety with state-of-the-art stability controls.

Custom-engineered versatility tailored to meet the evolving needs

of the fiber industry.

LIBERTY LIFT
FIBER TRAILER

MODEL:
7 x 12"
PRODUCT:
Liberty Lift Fiber Trailer



LIBERTY LIFT FIBER TRAILER
SPECIFICATIONS

Steel
Electric Over Hydraulic
Hydraulic leveling
All Wiring & Hydraulics Secure on Cat Track
Inside Arm
720 Degree Non-Continuous Rotation with
Stop
Counterbalance Valve on all Cylinders

Prevents creep and locks cylinders if hydraulic
failure occurs

34'6" - Vertical Height
Ground to bottom of bucket

25'8" - Horizontal Side Reach
39'6" - Working Height
Generator Recharges the Battery on the Lift

ARM

7 x 12' Splicing Cab
2 - 16x16" Fiber Access Doors
Splicing Bridge
Directional Light Bar
Tool Box (locking)
Upper & Lower Cabinets
LED Lighting
15k AC & Heat
2-7k lb Tandem Axles
900 lb Tongue Weight 
7,300 lb Overall Weight
16" O C Roof Bows & Crossmembers
3/4" Floor, 3/8" Wall Liner
Undercoating
1 Piece Aluminum Roof
7 G - 2x8" Frame/Outer Rail

2 Speed Electric over Hydraulic Motor
(Start Stop at Bucket & base)

Base Emergency Override
Wireless Remote
Safety Anchor Ring, Harness & Lanyard
Manual Emergency Descent Valve
Two 6 V Lead Batteries - Built in Charge During
Generator Operations

Steel or Fiberglass
Walkthrough
Switch Pod
300lb Weight Capacity
Start & Stop Switches
Tool Tray - 19" x 7" x 5" Deep
2 Speed Hydraulic Operation
Manual Emergency Descent Valve
Dimensions - 24 x 24 x 42
Cover for Bucket 

Keep Water Out when Not in Use

TRAILER BOOM BASE
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Flooring 3/4 plywood treated.
Covered with Rubber Tread Plate (RTP)
3ft bumper x 84 in wide
7 gauge 8 inch steel frame 
5200 Pound Axles
Flat Nose Hitch
Walls Polycore

KEY FEATURES

Bucket Comes Enclosed in Hardened Fiberglass
Bucket: Safety Anchor Ring, Harness & Lanyard
Fire Extinguisher
Co2 Detector
3 Year Warranty

SAFETY

8K or Greater Generator

RECOMMENDATION

Jeffrey Matson – Regional Manager
Cell 727-793-1010
jeff@psitec.com

Product Source International Datacomm LL
Corporate Headquarters

330 Franklin Turnpike | Mahwah, NJ 07430
Corp HQ 201-488-6000

www.psitec.com | sales@psitec.com

4 Hydraulic Stabilizer Jacks
w/1 button push for auto-leveling

110 Volt Outlet in Bucket
Insulated Bucket


